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Strojirensky zkus$ebni Gstav, s.p., Hudcova 424/56b, Medlanky, 621 00 Brno, Ceska republika
Certifikacni organ certifikujici produkty
Engineering Test Institute, Public Enterprise, Hudcova 424/56b, Medlanky, 621 00 Brno,
Czech Republic
Product Certification Body

CERTIFIKAT / CERTIFICATE

Gso:  CPR-B-00502-23

Viyrobce: TUBOTECH spol. s r.o.
Manufacturer: Cervené Vrchy 714

664 62 HruSovany u Brna

Ceska republika — Czech Republic

Vyrobky: Clankova otopna télesa
Products: Column radiators
Typové oznaéeni: Minceur, Ancien
Type designation: viz 2. strana / see Page 2

Aplikovana harmonizovana norma: CSN EN 442-1 ed. 2:2015 Tab. ZA 1
Harmonized standard applied:

Podklad pro vydani certifikatu: Protokol o posouzeni vlastnosti stavebniho vyrobku
Basis of Certificate issuance: 1015-CPR-30-16193/TZ ze dne 2023-04-05
Report on assessment of the performance of construction
product 1015-CPR-30-16193/TZ of 2023-04-05

Strojirensky zkuSebni Ustav, s.p., potvrzuje, Ze posoudil vlastnosti stavebnich vyrobkl v souladu
s ustanovenim bodu 1.4 (b) Systém 3 pfilohy V nafizeni Evropského parlamentu a Rady (EU)
€. 305/2011 ze dne 9. bfezna 2011 (nafizeni o stavebnich vyrobcich neboli CPR), v platném znéni, a
stanovil vlastnosti zakladnich charakteristik stavebnich vyrobka.

Strojirensky zku$ebni ustav, s.p. (Engineering Test Institute, Public Enterprise) hereby confirms that it has carried
out an assessment of the performance of the construction products in accordance with Item 1.4 (b), System 3,
Annex V of Regulation (EU) No. 305/2011 of the European Parliament and of the Council of 9 March 2011
(Construction Products Regulation — CPR) as amended, and has determined the performance of essential
characteristics of the construction products.

Tento certifikdt nenahrazuje pfislusny dokument vydany ozndmenou laboratofi, t. Protokol

0 posouzeni vlastnosti stavebniho vyrobku.
This Certificate is not a substitute for the relevant document issued by the Notified laboratory, i.e. Report on
assessment of the performance of construction product.

Brno, 2023-04-11

Ing. Ale$ Onderek
zéastupce vedouciho certifikachiho organu
Deputy Head of Certification Body
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Strojirensky zkuSebni dstay, s.p., Hudcova 424/56b, 621 00 Brno, Ceska republika
Engineering Test Institute, public enterprise, Hudcova 424/56b, 621 00 Brno, Czech Republic
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Specifikace typll a variant:
Specification of types and versions:

Minceur  Rozteé / Pitch: 200, 315, 500, 600, 800 mm

Hloubka / Depth: 144 mm

Sitka &lanku / Section width: 60 mm

Pocet sloupkl / Number of columns: 4

Varianty / Variants: Middle, Foot (L)

Znaceni / Designation: Minceur c/aaa/bbb, Minceur c/aaa/bbb L
Minceur Roztec / Pitch: 315, 500, 600, 800 mm

Hloubka / Depth: 221 mm

Sitka élanku / Section width: 60 mm

Poget sloupktl / Number of columns: 6

Varianty / Variants: Middle, Foot (L)

Znaceni / Designation: Minceur c/aaa/bbb, Minceur c/aaa/bbb L
Ancien Roztec / Pitch: 350, 500, 600, 800 mm

Hloubka / Depth: 184,5 mm

Sitka ¢lanku / Section width: 76 mm

Pocget sloupktll / Number of columns: 2

Varianty / Vanants:
Znaceni / Designation:

Middle, Foot (L)
Ancien c/aaa/bbb, Ancien c/aaa/bbb L

Poznamka / Note:  “aaa”... hloubka / Depth [mm]
“bbb”... rozte¢ / Pitch [mm]
“c’... pocet sloupkti / Number of columns

PRAVIDLA PRO NAKLADANI S CERTIFIKATEM

Certifikat mGze byt pouzivan jenom za predpokladu, Zze plati ustanoveni normy, podle které byly vyrobky
certifikovany.

Certifikat se miize pouzivat pouze jako certifikat vyrobkd, jejichz specifikace je uvedena na 1. a 2. strané. To plati
i pro pouziti v reklamnich, propagacnich a komerénich materidlech. Bez pisemného souhlasu Strojirenského
zku$ebniho ustavu, s.p., se nesmi certifikat reprodukovat jinak nez cely. Neopravnéné nebo klamavé pouZiti
certifikdtu mize mit za nasledek jeho odnéti.

Je zakazano ménit, dopliiovat nebo prepisovat Gdaje v certifikatu.

Certifikatem nelze dokladat vlastnosti vyrobkl, u nichZ byla provedena bez souhlasu Strojirenského zkusebniho
ustavu, s.p., zména ovliviiujici shodu s pouzitou normou.

Certifikaéni organ pozaduje, aby drzitel certifikatu vedl zaznamy o vSech stiznostech a opatfenich k napravé,
které se tykaji vyrobku, na néz se vztahuje tento certifikat.

RULES FOR USING THE CERTIFICATE

This Certificate may only be used provided the provisions of the standard according to which the product has
been certificated remain valid.

The Certificate may only be used as a cettificate for the products specified on Pages 1 and 2. This also applies to
its use in advertising, promotional and commercial materials. This document may be copied in its entirety without
written consent of the Engineering Test Institute. Unauthorized or deceptive use of the Certificate may result in its
withdrawal.

It is prohibited to change, amend or overwrite the data contained in the Cettificate.

The Certificate may not be used to document the properties of the products changed without consent of the
Engineering Test Institute in such a way that conformity with the standard applied has been affected.

The Certification Body requires the Certificate holder to keep records of all the complaints and corrective actions
relating to the products covered by this Certificate.
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